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PURPOSE

The aim of this program is to produce ruby for laser application
by the flame fusion (Verneuil) ' crystal growth process superior to
presently available ruby, The program to accomplish this end is out-
"lined in Table 1 (Revised | Sept 62). The work is divided into producing
ten lots of ruby boules 2, consisting of three to five boules each., Each
lot studies one to three variables with each subsequent lot being grown
with the one best growth condition from the previously tested parameters,

The growth parameters being investigated are as follows:

1. Thermal gradients across the crystal during growth
(Lots 1 through 111)

2. Crystal growth rates (Lots l.mhrough V1)
3. Annealing cycles (Lots 1V through V1)
L. The addition of fluxing agents (Lot Vi)

5. Crystal axis orientation related to the growth
direction (Lots VIIl and 1X)

Lot X is to be grown and annealed under the best conditions as
selected from Lots 1 through IX and serves to summarize the work on
this project.

The growth techniques employed for this work were available at
Linde's East Chicago facilities prior to the inception of this contract
and no new techniques are being employed. To the knowledge of the Linde
Company this work is the first major attempt to relate growth parameters
and crystal quality to laser performance, Information disclosed on the
crystals will be only that information necessary to define the variables
listed above.

Concurrent with this program the Linde Company is working on
improved powders for the growth cf ruby crystals via the flame fusion
technique, The results of this internal work will be made available to
this program at the earliest possible date. In conjunction with Task |
of this contract, Perkin-Elmer Corporation is working on crystal evaluation
under Task 11, In addition some evaluation work will be done at Fort
Monmouth and the Linde Company.

! Verneuil - U.S. Patent No. 1004505.(1911)

Boule is a term coomonly used to define the crystal grown by the
flame fusion process. |t originates from Verneull's original work,



T 1 1 L D ! T R T e T
*wesboagd Juawdo|aaag pasodoud
Y3 WOoJy pAUIWIIIBP SE U0 1) 1puod yImodb wnwiizdo syl jJuasasdaa || Im pue g ybnoayl | s30] uo pawsojaad s3SI
JO SI|NS?J 9y} uo paseq Iq [{Im Q| IO Ul SI|NOQ 3yl 30 yiImolb Byl yiim patejsosse sioldcey Yy 01 Se UOISIMBP YL Q9 _
*pIsSn pue pauwIaIdp 3q 01 S 21ed yImoab 1sag syl ‘9 ybnouyl | $307 uO PIIONPUOD $I$31 JO SI| NSS4 3yl UOC pISEg G .,
*pasn pue pau|widlap 3q 03 S| 919A> buyjesuue 1saq 3yl ‘9 ybnouyy | $307 UO PIIDNPUOI $1S9T JO SI|NSIJ Yl UC paseg ‘4 a
U0 YIiym ‘oS 1 pue pasn =
99 0) s} judbe buixniy e j) paujwadIap 3q || IM 31 ‘/ ybnoayl | $307 UO PIIONPUOD $SISB] 4O SI|NSIJ IY} UO paseg °f
sdap|oy pod aJiyddes u} pasn pue 9 noq Osip ¥4 1yddes pa3da|as A||eideds
woJjj pajedjaqej aq 03 S| pue s3o] I|Noq ||e 30 yImosb Iy3 Inoybnoayy juelsuod piay aq 03 st Ajjjenb pass ay) °z L
"€ Pue ‘Z‘| sS307 UO S3IS9] JO SI|NSIJ WO PAUIWIINIP Se 31$aq Y] Iq 03 S| pasn juaipesb jewsdyl syl | :SIION
79-0¢-# |9 930N 99§ g 930N 995 g 930N 99S | g 930N 99S| ¢ 930N 935 |9 =i0N 99§] ¢ ]
. 009 ]
£9-82-7 |G 9ION 33§ fi 330N 239§ £ 910N 93§ oSh ¢ 210N @3S 3008 £ 6
£€9-1¢-1 |9 ®ION 93§ ) 90N 33§ £ 9ION 93§ o0 T 910N @3S uoom t 8
3 xm_u %1°0 ‘
Z9-1£-Z1{S 9I0N 99§ #7 310N 99§ g8 xnid %1°0 006 ¢ 93I0N 33 3505 £ L
S ) V Xnid %0 ‘ o
79-0¢~-11 1 # 107 se aweg SUoN o006 Z 210N 99§ 9505 S 9
Z9-1¢-01 K W 307 se awes SUON 006 | ¢ 930N 995 2005 3 3
(33pmog4-AUGT) Bui{007 MO[S (9)
(49pMmog - Auo)) buijoo) 3sey ()
(42pmod - Auo)) ade|d u} (g)
Z9-1-01 4 (49pMog° Au0)) |ewdoN (Z) 3uonN 006 T 930N 93§ J005 S N
(49pmog°dadg) |ewdoN (1) o ]
29-1¢-8 4 | ewJoN 3uoN 006 Z 210N 99g 2005 3 3
o ) *xo0Jddy ]
29-1¢-L S {ewJoN JUON 006 T 910N 99§ 20051 £ [4
9-1¢- 1 [SWIoN SUoN 006 | ¢ 930N @95 3000¢ | € ]
9160 3%y $919K) Bu||eauuy Juaby buIxXn|4 uoiyel LSYTTLD) po9s Ol 307 ~ON
buiddiyg YImoudn -uatdo pa9s de) wouy 494 307
* pagnpaysg| aA)Ie9y [LETTN sjuaipesyl ajnog
. |ewa3yl | jo °"ON

(29 3des | pasiAay)

+SYISV1 ¥0d SINIWIAOUIW| ABNY,, Y0 WVYI0Ud 30 ABVWANS

————————

I 38Vl



ABSTRACT

The effects of growth rate and the addition of fluxing agents
to starting powders on the growth of ruby are discussed. Growth
data on two lots of ruby crystals are presented,
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CONFERENCES

Future Contract Planning

Fort Monmouth—Mr. Morris Katzman
Mr. Charles Kellington

Linde Company—Mr. B.N. Callihan
Mr. R.L. Hutcheson

USASRDL
Fort Monmouth, New Jersey
27 November 1962

To review status of the work performed to date on the
contract and to make the necessary decisions related
to the growth of crystals for Lots VIil, VIIl and IX.

1. As per the past meeting of 9 August 1962, lower
thermal gradients as studied in lots I, || and
1il are necessary for improved crystal quality.
Thus, all growth should be on thermally stabilized (T7.5.)
equipment with an approximate 50° thermal gradient.

2. From observations and evaluations of Lots kI, IV, V
and VI in which relative growth rates were studied
on T.S. equipment, a growth rate of 2 produces
crystals of the most uniform quality. Therefore,
all additional crystal lots for this contract will
be grown at a relative growth rate of 2. |t will
be necessary to grow lot VIl at a different rate
because the crystal orientation is 0°,

3. No conclusions as to the effects of different annealing
cycles can be drawn from preliminary evaluations.
If annealing procedures are related to optical maser
crystal quality, it can only be proven from data
obtained during actual laser operation. Therefore,
all additional crystals as produced for this contract
will be annealed in the normal manner unless indicated
otherwise by the evaluations of other parties.

L, Preliminary conclusions drawn from evaluation of
crystals prepared for Lots IV, V and VI indicate that
specially prepared growth powder improves overall
crystal quality. Therefore, all additional crystal
lots will be grown with specially prepared powders.

5. Preliminary conclusions indicate that seed quality
is related to crystal quality. Therefore, all
addi tional crystals will be grown on seeds specially
X-rayed and found to be of less than 10 min., misorien-
tation.

-l -
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DISCUSS | ON

Introduction:

The crystal growth process used to grow ruby for this contract is
the flame fusion or Verneuil technique. The process Is shown schematically
in Figure One. Powder of sufficiently high purity and of proper dispensing
characteristics is dropped into a high purity oxygen stream. The powder
is carried by this stream into a furnace chamber heated by a post mixed
oxy-hydrogen burner. The powder is dropped through this chamber to the
molten cap of a seed crystal. A thermal gradient is established vertically
down the seed crystal. This gradient allows solidification to take place
on the seed in an orderly manner thereby establishing crystal growth. By
proper control of the volume of the molten cap and the rate of solidifica-
tion from this cap, a crystal of the desired size and shape can be grown,

The reports for the first and second quarters of this contract
have presented growth data on crystal lots | through V (See Table ).
Included in these lots are crystals for studies on thermal gradients
measured vertically down the crystal during growth, growth rate,
annealing cycles and effects of seed misorientations., Also some methods
for crystal internal quality evaluation are discussed. The conclusions
reached through the second gquarter are:

|. A thermal gradient down the crystal of 50°C produces ruby
of superior quality as compared to crystals grown at higher thermal
gradients.,

2. Crystals grown at a relative growth rate of 2 are of
superior quality as compared to those crystals grown at relative growth
rates of 3 and &,

3. Different annealing cycles show no obvious effect on
crystal quality.

4, Seeds used to grow improved ruby via the flame fusion
process must be of superior quality.

Growth data on crystal lots VI and Vil are presented in Table 1|l
Lot Vi completes the crystals necessary for growth rate and annealing
cycle studies. Lot VII studies the addition of fluxing agents to the
growth powder,

Growth Rate:

Crystal growth rate via the flame fusion process is related to
the maximum allowable growth speed of any given crystal orientation, as
to the per cent boil out of high vapor pressure impurities, and as to
process reliability. Relating crystal quality parameters to growth
variables, the following general comments can be made:

-5
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1. The bubble content is related to the entrapped impurities
which will boil out when given sufficient time in the melt,

2. The average total lineage for a lot of several crystals
should be related to process reliability. As crystal growth times
increase, process reliability decreases; as for example, short term
changes in powder feed rate and hence instantaneous growth rate,

3. The minimum lineage measurement for a lot of crystals
should be related to time induced distortions of the crystal lattice.
Other factors such as impurities have an influence on lineage formation,
Therefore, because of statistical reliability factors, in a lot of
several crystals grown under near identical conditions the minimum
lineage value should approach the lowest lineage possible under the
growth conditions employed.

k. The degree of chromia banding is related to the process
reliability for the particular growth process being used. The severity
of chromia banding caused by an equivalent growth condition fluctuation
Is increased significantly as the thermal gradients are decreased. To
the knowledge of the author, the growth facilities used to produce
crystal lots 11l through VIl are the most reliable available in the
field to date.

Figure Four is a plot of the various measured crystal quality
parameters versus relative growth rate. The crystals used to make
these measurements were grown under essentially the same growth
conditions with the exception of growth rate and annealing procedure.
The annealing procedure can be eliminated as a variable in these
quality parameter measurements as annealing has been proven under
separate programs to have little or no effect on the items measured.
Based on items one through four above, the data indicates the
following:

I. in Figure Four (a), the bubble count drops as the growth
rate is decreased from 4 to 2, at which point the bubble count becomes
constant, This indicates that crystals grown at a relative growth
rate of 2 have been grown slow enough for the majority of bubble
forming impurities to vaporize,

2. In Figure Four (b), a plot of the average lineage value
for each crystal lot studied, shows increasing average lineage values
with decreasing growth rate, The data indicates the significance of
increased growth times,

3. In Figure Four (b), the minimum lineage value decreases
as growth rate decreases. For this data to be conclusive, it would be
desirable to have a significantly larger number of crystal samples
than were grown for this contract. In addition, it would be desirable
to have crystals grown at rates slower than 1 and faster than 4. This
curve does, however, follow an expected pattern as per note three above.

-7-



k. In Figure Four (c), the Tyndall scatter is lower in
crystals grown at a relative growth rate of 2, The cause of this
scatter in ruby is not well known and further work in this area is
Justified in order to understand the cause and effect of this
Important quality parameter.

5. In Figure Four (d), the chromia banding increases with
decreasing growth rate. This curve is the shape expected based on
past experience.

Assuming crystal quality can be graded by the summation of the
relative values used to plot the curves in Figure Four, the evaluation
of crystal lots |1l through VI is as follows:

Relative
Lot No. Growth Rate Ev2luation No,
IV 2 5
Vi 1 7
(NN 3 7.3
v L 8

Using this same system of judging crystal quality, a '‘perfect'
crystal would have an evaluation number of zero and a ''poor'' quality
crystal would have a value of U5,

Fluxing Agents

The general purpose of fluxing agents is to remove impurities,
increase the solubility of impurity ions in the solid state, and/or
change the growth characteristics of the crystal to improve the resultant
internal quality, Based on past experience, three fluxing agents denoted
A, B and C, of significantly different characteristics were selected and
added to the starting powders in equivalent weight per cent to the chromia.
The crystals were grown under conditions similar to the conditions used
to produce lot IV crystals., The thermal gradient across the crystal
during growth was approximately 50°C and the relative growth rate was
between | and 2 as required by the fluxing agent used. The powders used
to grow the lot VIl crystals were prepared by the Linde Company Speedway
Laboratories under a separate powder program.

Crystal quality parameters versus fluxing agents are plotted in
Figure Five. The average values for lot IV crystals are plotted
for comparison, The following general statements concerning the
data plotted in Figure Five can be made.

}. Fluxing agents A and B reduced the relative bubble count,
whereas agent C caused an apparent increase.

2., Crystals grown with fluxing agents A and C have higher
apparent |ineage compared to the lot |V average, whereas agent B has

-8 -




lineage of the same value as the lot IV average. It is unreasonable
to draw a final conclusion from these data because of the small
number of samples.

3. The Tyndall scatter in all crystals grown with the flux
addi tion is higher than the lot IV average.

L, The chromia banding is decreased in the crystal grown with
flux A additive. The chromia banding is severe, however, in crystals
grown with fluxes B and C. The reasons for the decrease in chromia
banding with the flux A addition is not known and justifies some further
consideration,

Rating of the crystals of lot VIl in the same manner as used to
compare lot 11l through lot VI, the following values apply:

Lot No. Flux Evaluation No.
v None 5
Vil A 5.5
Vil 8 6.7
8.5

vii ‘ c

Special Powders:

Crystals grown with powder prepared under a separate program at the
Linde Company Speedway Laboratories have been included in each of lot
IV, Vand VI. In addition all powder lots used for lot VIl were of this
type. The decision to include this special powder as a part of this
program is based on the results of related efforts whereby lineage has
been shown to be significantly reduced in crystals grown with this
powder as compared to crystals grown with conventional powder. Conven-
tional powder will be used for crystal lots Vi1l and 1X (orientation
studies) because it is necessary to compare the properties of these
crystal lots to lots IV, V and VI in which only four crystals of 25
were grown with this specia! powder,
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Crystal CP-134-24
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Crystal CP-134-28

FIGURE TWO (A)
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CONC LUS | ONS

The following conclusions can be made 'as to the crystals shipped
under this contract to date.

I. Crystals grown with the 50°C (lot 111) thermal
gradient have superior internal quality to the crystais grown with
thermal gradients of 150°C (lot I1) and 300°C (lot !).

2. Crystals grown with a relative growth rate of 2
(1ot 1V) have superior internal quality compared to crystals grown
with relative growth rates of 1 (lot Vi), 3 (lot 1V) and 4 (lot V).

3. No evaluation of annealing cycles can be made until
laser evaluation data is available.

L4, Seeds used to grow crystals of high internal quality
must exhibit no lineage boundaries as shown by x-ray mapping.

5. Fluxing agents of the types tested do hot improve
crystal quality as compared to crystals grown for lot IV,

PROGRAM FOR NEXT INTERVAL

The program for the fourth quarter (1 Feb 63 through 30 Apr 63)
includes the growth of boule lots VIi| and IX to study the effect of
orientations other than 90° and the growth of boule lot X under the
best concluded parameters to complete the program.

PERS ONNEL
B.N. Callihan 25 hours
R.L. Hutcheson 126 hours
- 16 -
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